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1. 10% UPPER, 5% ACCESS ROAD
CBR TEST TO BE COMPLETED AT FORMATION
LEVEL TO CONFIRM CBR.
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EF EDGING (FLUSH)
EDGING FLAT KERB 50x200

FLAT TOP PROFILE
SCALE: 1:10
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BN (150) KERB
BULLNOSED KERB 125x150

(FOR USE ON VEHICULAR CROSSOVERS)

SCALE: 1:10
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125 x 255 CHANNEL KERB

CHANNEL BLOCK DETAIL
SCALE: 1:10
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*ALL KERBS TO BE LAID ON A 15mm BED OF MORTAR 1:3 RATIO

PRECAST CONCRETE KERB
TYPE CHANNEL BLOCK TO
BS EN 1340

 TYPICAL RUMBLE STRIP DETAIL
SCALE 1:20

PROPOSED ASPHALT
CARRIAGEWAY CONSTRUCTION

RUMBLE STRIP 1000mm ASPHALT CARRIAGEWAYRESURFACED CARRIAGEWAY

80mm GRANITE SETT
KERBS WITH 50mm
SPACING

150mm MIN THICK CONCRETE C20P
WITH ONE LAYER OF A252 MESH
REINFORCEMENT 40mm FROM BOTTOM

15
0

CARRIAGEWAY TO BE
PLANED AND RESURFACED

500 500

TRANSVERSE TIE IN DETAIL IN HIGHWAY CONSTRUCTION
SCALE: 1:10

PROPOSED BINDER COURSE LAP

EXISTING HIGHWAY CONSTRUCTIONPLANED PROFILE IN EXISTING
CONSTRUCTION TO SUIT LAP.

PROPOSED SURFACING COURSE LAP.

300300

LONGITUDINAL TIE IN DETAIL IN HIGHWAY CONSTRUCTION
SCALE: 1:10

PROPOSED BINDER
COURSE LAP

EXISTING HIGHWAY
CONSTRUCTION

PLANED PROFILE IN EXISTING
CONSTRUCTION TO SUIT LAP.
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PROPOSED SURFACING COURSE LAP.

ASHPALT CONCRETE CARRIAGEWAY/
PARKING BAY CONSTRUCTION

SCALE 1:20

 ASPHALT CONCRETE FOOTWAY CONSTRUCTION
SCALE 1:20

225mm TYPE 1 SUB-BASE GRANULAR MATERIAL TO D.O.T.
SPECIFICATION CLAUSE 803. GRANULAR MATERIAL LAID IN
ACCORDANCE WITH D.O.T. SPECIFICATION CLAUSE 802.
(ASSUMES 5% CBR)

25mm THICKNESS AC 6 FINE SURF 160/220 TO BS EN 13108

50mm THICKNESS AC 20 DENSE BIN 100/150 TO BS EN 13108.

GRANULAR MATERIAL TYPE 1 TO D.O.T. SPECIFICATION CLAUSE 803.
GRANULAR MATERIAL LAID IN ACCORDANCE WITH D.O.T. SPECIFICATION
CLAUSE 802. 225mm THICKNESS

BLOCK PAVING FOOTWAY DETAIL
SCALE: 1:20

80mm THICKNESS BLOCK PAVING TO
ARCHITECTS' SPECIFICATION

30mm THICKNESS SHARP SAND
BEDDING COURSE

150mm THICKNESS SUB-BASE GRANULAR MATERIAL TYPE 1
TO D.O.T. SPECIFICATION CLAUSE 803. GRANULAR
MATERIAL LAID IN ACCORDANCE WITH D.O.T.
SPECIFICATION CLAUSE 802.

BLOCK PAVING CARRIAGEWAY/
PARKING BAY DETAIL

SCALE: 1:20

30mm THICKNESS SHARP SAND (BS: 7533)

60mm THICKNESS BLOCK PAVING TO ARCHITECTS' SPECIFICATION

SURFACING TO BE 30mm AC10 CLOSE SURFACE 100/150 PSV
65 TO EN13108-1.
BINDER COURSE TO BE  60mm AC20 DENSE BINDER 40/60 TO
EN13108-1.
BASE TO BE 80mm AC 32 DENSE BINDER 40/60 TO EN13108-1

225mm TYPE 1 SUB-BASE GRANULAR MATERIAL
TO D.O.T. SPECIFICATION CLAUSE 803. GRANULAR
MATERIAL LAID IN ACCORDANCE WITH D.O.T.
SPECIFICATION CLAUSE 802. (ASSUMES 5% CBR)

BASE TO BE 80mm AC 32 DENSE BINDER 40/60 TO EN13108-1

GRANITE SETT RUMBLE STRIP

GRANITE SETT RUMBLE STRIP

ASPHALT CARRIAGEWAY
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RESURFACED CARRIAGEWAY

RESURFACED CARRIAGEWAY

RAMP SITE ENTRANCE ARRANGEMENT

SCALE 1:50
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SECTION A-A
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ASPHALT RAISED TABLE

500mm

VERGE

SCALE 1:10

75

PRECAST CONCRETE KERB TYPE
CHANNEL BLOCK BS EN 1340

RAISED TABLE SECTION B-B
SCALE 1:20

PROPOSED ASPHALT
CARRIAGEWAY CONSTRUCTION

RUMBLE STRIP 1000mm 4.0m ASPHALT CARRIAGEWAY RAISED TABLERESURFACED CARRIAGEWAY

80mm GRANITE SETT
KERBS WITH 50mm
SPACING

150mm MIN THICK CONCRETE C20P
WITH ONE LAYER OF A252 MESH
REINFORCEMENT 40mm FROM BOTTOM
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CARRIAGEWAY TO BE
PLANED AND RESURFACED

FALL 1:13
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80mm GRANITE SETT
KERBS WITH 50mm
SPACING

RUMBLE STRIP 1000mm RESURFACED CARRIAGEWAY
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CHANGE OF GRADIENT TO BS 5810.

TYPE EF EDGING (FLUSH)

DROPPER KERB

DROPPED KERB
(0-6mm UPSTAND)

2m (5 UNITS)
DROPPER KERB

400x400 TACTILE PAVING - BUFF
EDGED WITH EF KERBS TO EXTEND
ACCROSS FULL WIDTH OF DROPPED KERBS

DEPTH OF TACTILES TO SUIT LOCATION.:
INLINE CROSSING = 1200mm
CROSSING AWAY FROM JUNCTION = 800mm

TACTILE PAVING DETAIL
(UNCONTROLLED CROSSING)

SCALE: 1:50

BACK OF FOOTWAY

ACROSS FULL WIDTH OF
DROPPED KERBS
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