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CONDENSATE TANK DO NOT SCALE - IF IN DOUBT ASK
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1. PUMPS INHIBITED DURING FIRE TO PREVENT DISCHARGE
TURBINE HALL OF CONTAMINATED WATER.
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3. DELETED.
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FOUL DRAINAGE 4. IN THE EVENT OF A FIRE THE BOILER BUILDING, OFFICE
AND WELFARE AND TURBINE HALL SYSTEM DRAINS SHALL
OVERFLOW, VIA A CHAMBER INTO THE SURFACE WATER
COMPRESSED AIR SYSTEM ATTENUATION TANK.
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BARRY 01 _DWG_19_70021 7. TUBOSIDER TYPE ATTENUATION TANK. SIZE RATIO OF
TANK AND PUMP CHAMBER NOT TO SCALE.
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SYSTEM 2B 8. EQUIPMENT SUPPLY BY VENDOR. CONTROL BY GT / GHD.
9. SEE INSTRUMENT SCHEDULE FOR SUPPLIER
INFORMATION.
STEAM TRAPS A
. o D N—e" T 10. PIPEWORK SPECIFIED BY XYLEM AS DUCTILE IRON TO
BS EN 598.
MPB WASHDOWN
'f\ -
r VENDOR PACKAGE_I
NOTE 8
r {STOP P-24-09009A>
SAMPLING SYSTEM | L [STOP P-24-09009B >
DRAINAGE (PLANT ROOM) |
BARRY_01_DWG_19 70024 Yy HH :
OUTOTEC UREA | LS-24-) _ <> _
DOSING DRAINS (MPB) VENT 09305/ | ‘ ‘
OUTOTEC SHEET 25
| AR
BLOWDOWN TANK (MPB) FW06 ‘ ‘ R\E//';ECEE |
BARRY_01_DWG_19 70017 * vy YY VY QiT-oa\H
I I I ://v 09501 /L B
-— O HH _ PH
V-24-0911 _ i TEMP
01-80-FD-EN598-041 -90-FD- i
i x—I>I<]I OTE 10 & X > > li 01-90-FD-HDPE1-083 | 14 \yE| sH WATER SEWER
V-24-
SERVICE WATER FWO1 FW02 Y Y Y £-24-09012 V-24- 09013
SYSTEM DRAINS o | 09016 TP 0904
OVERFLOW PIPE £ £ -
OUTOTEC COOLING r 3 5
WATER DRAINS SO = = SATI\%LE S SURFACE WATER MANHOLE
OUTOTEC SHEET 19 FWO03 FWO05 FWO07 OSMA FW FOUL WATER MANHOLE
NOTE 4 & 5 TP 0902 —— -—-
Y A A INSTRUMENT CHAMBER MPB MAIN PROCESS BUILDING
! =~ V-24 = V-24-
| = - -
o 2 09010 o 2 090108
8 8 BALANCE OF PLANT PLC
2 2
= =
< <
V-01-0919\/ N N
FW04 NOTE 6 % A
OLL
FUEL HANDLING
SYSTEM DRAINAGE P-24-09009A P-24-09009B
BARRY _01_DWG_19_70003
FOUL DRAINAGE PUMPS NOTE 1
(DUTY / STANDBY)
FIRE WATER SYSTEM 5 /s (TBC)
DRAINAGE L J
BARRY_01_DWG_19 70013 L
DIESEL FUEL CURRENT ISSUE INFORMATION - FR1636
SYSTEM DRAINAGE H r 1STOP P-24-09005A > D - FOR CONSTRUCTION
BARRY_01_DWG_19 70012 L | L [STOP P-24-090058 >
|
|
Y Y |
Ls-24-\ <> B
09302 ‘
LL D 22.11.17 | FOR CONSTRUCTION EDL JH CP
| VENDOR | |— _I C 06.07.17 FOR APPROVAL EDL JH CP
SW17 SW18 : :
(so\H PACKAGE ‘ | | ‘ B | 230217 |FORAPPROVAL EDL | JH | cP
09307 ‘ ‘ ‘ A 12.04.06 | FOR COMMENT CA | JH CcP
Y Y Y Y ‘ ‘ ‘ Rev | Date Description By | Chk | App
I | | | .
o Livingston House
01-63-SD-HDPE1-039 by K 01-63-SD-HDPE1-074 g%éﬁingFACE Tarvin Road
- - NOTE 2 &7 A l | l V24 \SV%SE;E
@ V-24- 09008
09017
SW06 SW04 SW02 SW01 01928 734 777
OIL GHD I_ |V| G U N N info@ghdlivigunn.com
INTERCEPTOR
Z-01-09002 TUBE/PIPE TYPE CLIENT '
ATTENUATION TANK SAMPLE ’
NOTE 7 = = TAP
V-24- X V-24- X
| e — | e —
A 09007A I A 090078 I INSTRUMENT CHAMBER
V-24- V-24-
S (M24-\ogo0ea DD |2 090068 2 PROJECT
S| \090054 S
o (s2)
g S BARRY - BIOMASS UK No 2 LIMITED
3 3
3\ Q
(4] wn
= =
"™ SURFAGE AND FOUL DRAINAGE
P-24-09005A P-24-090058 NOTE 1 SCALE DRAWING SIZE | DRAWN
SURFACE WATER DRAINAGE PUMPS NTS A1 DO
(DUTY / STANDBY)

DRAWING No. REV.
L SVsTEO) ] BARRY_01_DWG_19_70009 D




	Sheets and Views
	Layout1


